Need to move pianos, safes, copy machines, vending machines, air conditioners, appliances, engines
or other cumbersome items? Turn to the E-Z Climber™ stair climber — the ideal partner to help you
move heavy and bulky objects, whether up and down stairs, across indoor flooring or outdoor terrain
or loading into or off of a vehicle.

Moving has never been easier — or safer — thanks to the E-Z Climber’s intuitive 4 function operation:
drive, lift, adjust (load platform) and rotate.

THREE MODELS
TO CHOOSE FROM

Choose the price
point and features
that meet your needs.

All models can carry
up to 1,322 lbs.
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E-Z Climber 1300" E-Z Climber 1300/H™ E-Z Climber 1300/V"™
¢ Easily maneuver loaded * Keep product in * Raise hydraulic platform
machine with intuitive actuator horizontal position at all into vertical position,
and proportional joystick controls times with horizontal, secure load, then
¢ Safely conquer stairs and hydraulic platform lower platform back
slopes up to 45% to starting position

¢ Save time and money on the job
with one-person operation

Distributed by:
- -‘.‘n] " Contact us today, and we’ll show you

how the E-Z Climber can take the

A strain out of your work day.
Absolute E-Z Up

www.absolutee-zup.com




Need fo move a photocopier,
air conditioner, household
appliance or piano?

We make it easy with the E-Z Climber”
from Absolute E-Z Up®.
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Absolute E-Z Up www.absolutee-zup.com

For the complete list of specifications, visit our website at www.absolutee-zup.com

Model and E-Z Climber 1300™ E-Z Climber 1300/H™ E-Z Climber 1300/V™
Measurements us Metric us Metric us Metric
Length 50.3in 1,280 mm 50.3 in 1,280 mm 50.3in 1,280 mm
Width 21.31in 540 mm 21.3in 540 mm 21.31in 540 mm
Platform Length 41.4in 1,205 mm 41.4in 1,205 mm 41.4in 1,205 mm
Platform Width 17 in 430 mm 17 in 430 mm 17 in 430 mm
Forward Max Extension 19.6 in 500 mm 19.6in 500 mm 19.6 in 500 mm
Minimum Platform Height 12.8in 325 mm 12.8in 370 mm 12.8in 405 mm
Maximum Platform Height 27.6in 700 mm 27.6in 745 mm 27.6in 780 mm
Weight 661 Ibs 300 kg 661 Ibs 340 kg 661 Ibs 345 kg
Load Capacity 1,322 Ibs 600 kg 1,322 Ibs 600 kg 1,322 Ibs 600 kg
Drive Speed 41 ft/min 12.5 m/min 41 ft/min 12.5 m/min 41 ft/min 12.5 m/min
Power W 2 x 700 2 x 700 2 x 700 2 x 700 2 x 700 2 x 700
Maximum Pressure Bar 275 Ibs 125 kg 275 Ibs 125 kg 288 Ibs 130 kg
Batteries 2 x 12V 65 Ah 65 Ah 65 Ah 65 Ah 65 Ah 65 Ah
Duty Cycle (before recharging) 50 Floors 50 Floors 50 Floors 50 Floors 50 Floors 50 Floors




